
IP54

IP64SRTIP64/54SRT
Flexible, precise fit and 100% variable!

  Protection against dust and splash water

  IP64 light modules can be positioned 100% variably in the universal mounting rail

  No additional effort: 1-man quick mounting principle

  Identical ambient temperatures and 100,000 h in all protection and mounting types

   Consistently high flexibility thanks to targeted combination of colours, lengths,  
efficiencies and light deflections

   Sustainable packaging concept saves assembly time and money  
– protects the environment

Planning Freedom

SRT universal mounting rail

Housing colours vw
RAL 9016

sw
RAL 9005

Through-wirings 7 x 2,5 5 x 2,5 
+ 6x1,5

Types of installation

Gear tray module length /1500

Positioning 
of the gear tray

fix variable

Types of optics Individual.Lens.Optic
single lens, 3-row

Central.Line.Optic 
single lens, 1-row

Diffusor
(IP54)

Light distributions
…

BAP

∞ Lumen packages 4.000–22.000 lm | 44.000 lm at 4,5 m

Light colours 4000K 3000K 6500K

Colour rendering ≥80 ≥90

Types of switching DT8

Emergency lighting systems

Function modules
Light management

netlife
Safety luminaire

safe

Expand the possibilities with individual 
project solutions via Build-to-Order (BTO).


