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MLS
mirror luminaire

Increasing the 
beam with 
new lighting 
technology



3 MLS   LED

MLS/600
91

53
81

A1
L

138 3000K
4000K

���� +35°C
–10°C IK06 T s )f d Mi 1

MLS

L80
B10 IP54

MLS/600

MLS/1200

navee · stock.adobe.com

Mounting:
• Surface*, wall mounting 
• Horizontal and vertical 
•  Mounted in/on furniture
Housing:
•  Housing made of anodised extruded aluminium profi le, 

white end faces made of polycarbonate
Lighting technology MLS:
•  Diffuser satined with internal longitudinal prismatic, 

PC plastic
•  Lighting characteristic direct/indirect distribution, 80/20%
•  Suitable for VDU workstations, 65°< 3000 cd/m²
Lamp:
•  LED 50000h L80/B10 (Ta -10° to +35°C)
•  CRI ≥ 80 / 3000K, 4000K

Next rooms, hospital, care facilities, patient rooms, 
changing rooms, corridors, staircase, waiting areas, 
sanitary rooms  

 MLS Lamps LVK lm/W PSys [W] Colour Ballast LxBxH A1 Art. no. € exkl. MwSt. G

Diffuser satined with internal longitudinal prismatic direct / indirect distribution

MLS/0600 LED 1000 830 129 8 vw ED 600 x 81 x 91 450 1632 0634 120 119,00 1,40

LED 1100 840 136 8 vw ED 600 x 81 x 91 450 1632 0644 120 119,00 1,40

MLS/1200 LED 1800 830 131 14 vw ED 1160 x 81 x 91 1100 1632 0234 120 187,00 2,20

LED 1900 840 138 14 vw ED 1160 x 81 x 91 1100 1632 0244 120 187,00 2,20

Regiolux vcard

Regiolux GmbH
Hellinger Straße 3
D 97486 Königsberg
T +49 9525 89 0
info@regiolux.de
www.regiolux.de

IP54 mirror luminaire

Lighting solution for:

Increasing the beam with new lighting technology

Easy to install: 
Housing profi le with 
concealed cable duct

Easy to clean and 
robust: housing and 
prismatics

•  Flicker-free: <5% (bis 400 Hz)
•  Effi cient: 138 lm/W
•   For objects with increased hygienic demands 
•  LED assembly replaceable
•  Harmonized with the tile and 

mirror dimensions
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*IP53 surface mounted


