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Flexible, efficient and 100% variable: 

Regiolux presents the new SRT trunking system 

Regiolux presents the SRT trunking system, the latest generation in the Regiolux popular rapid mounting systems. As an alternative to the tried-and-tested SDT system, the SRT trunking system offers optimal conditions to exploit the potential of digital and smart lighting for any requirement in industry and logistics, retail, office and educational establishments. The system offers customised lighting solutions that can be tailored to individual customer requirements to provide more flexible and efficient options than ever before. Equipped with innovative modules and new features, even complex and multi-layered solutions can be implemented cost-effectively. 

Perfection in lighting technology and design
The advantage here is that, even with the SRT system, only one mounting rail is required for all applications and types of protection. Both components – the mounting rail and device mount – can be combined as modular components, thus turning two parts into a flexible whole: a device mount with 14 light distribution patterns, numerous luminous flux packages (4,000 to 22,000lm), different module lengths and a range of light colours can be specifically designed for the application. 

Perfection is ensured by the finely tuned lighting technology of Central.Line.Optic, which transforms light spots into a light line - with a peak efficiency of up to 195lm/W. Individual.Lens.Optic and numerous diffusers are also available. Here, a newly developed prismatic diffuser with forward-scattering nano-particles ensures outstanding efficiency values and perfect illumination at mounting heights of up to five metres.

Fixed or 100% variable positioning 
The device mounts can be positioned in a fixed or variable arrangement in the trunking system. 100% variable positioning is now also possible with system protection type IP54 – an advantage that is particularly useful in production buildings and garden centres. Different lengths can be precisely matched to a customer-specific requirement profile. Extra-long modules (/2250) generate savings during assembly and in the number of components within a system, which is an ideal solution for large logistics areas. Compact function modules (/750) can be scattered with in precisely the right places to enhance the differentiated presentation of goods in the retail sector. Area and accent lighting for every product group in outstanding quality and with excellent colour rendition (CRI 90) provides an infinite array of design possibilities. Various housing colours and three module lengths (/750, /1500, /2250) are available, and can be adapted to the existing store design. 

Lighting management – freely selectable levels 
Light management is always a crucial factor in the potential to save energy. Regiolux netlife controllers can be integrated into the SRT trunking system in three different configuration levels: the straightforward “easy” level is suitable for individual areas around the building and premises. These standalone systems are easy to install and quickly ready for use. The use of the “flex” radio solution offers more features for different areas, which makes them ideal for refurbishment projects, as no additional cabling is required. Specific scenes and groups can also be controlled via the app. The “pro” system offers the highest level of convenience. Entire buildings can be networked and controlled worldwide with building management systems. 

Besides lighting management, smart technologies including indoor navigation, predictive maintenance and monitoring can also be integrated into the system. It is also possible to network different locations and remote maintenance via the Regiolux Cloud. Experts at Regiolux manage the project planning and implementation, right through to commissioning. 

In terms of lighting technology and lumen packages, the SRT quick fit mounting system covers the entire range of requirements for a high-performance track system. Regiolux has totally redeveloped the 11-pole wiring for networking and emergency lighting to perform these complex tasks. This makes the trunking light system particularly sustainable: it conserves material, energy and improves the C02 footprint – right down to environmentally friendly construction site packaging. This system uses high-quality LEDs with a long service life and high colour consistency. With a service life of up to 70,000 hours, the lighting system is particularly future-proof and emphasises its quality features. www.regiolux.com


Captions:

1
The new SRT trunking system offers new modules and new features to implement even complex and multi-layered solutions in a cost-effective way. For example, a new feature is the Central.Line.Optic, which transforms LED light points into a single line.

2
An indirect light component, higher mounting height, coupled with efficiency and narrow/wide-beam light characteristics, are the features of the new SRG(V)LP diffuser. This has been achieved by an ingenious combination of Fresnel lens technology and forward-scattering nano-particles.

3
Ideal for the retail sector: short device mounts for the custom-fit use of accent-lighting using spotlights or area luminaires. Sensor modules permit the full range of light management. 

4 
The SRT modular system can be flexibly adapted to individual requirements: the device mounts can be positioned in a fixed or variable layout and combined with new lens technologies, efficiencies and with different lengths and light colours.
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