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Easyfit  Bluetooth®   

Single /  Double Rocker Wall 

Switch EWSSB /  EWSDB 
 

 

Easy f i t  Blu et oo t h®  Sing le /  Doub le Rock er  
W al l  Sw i t ch  ( EW SSB /  EW SDB)  ar e 

u n iv er sal  en er gy  h ar v est ing  w i r eless 
sw i t ch es in  t h e Eu r op ean  5 5  x  55  f or m  

f act o r .  
 

EW SSB and  EW SDB ar e t r ansm i t t ing  t h e 
b u t t on  st at us b ased  on  t h e 2 .4  GHz 

Blu et oo t h  Low  En er g y  ( BLE)  r ad io  st and ar d . 
 

EW SSB and  EW SDB ar e b ased  on  t h e 

m ain t en an ce f r ee, sel f -p ow er ed  Bluet oo t h  
Low  En er g y  ( BLE)  pu sh bu t t on  t r an sm i t t er  

m odu le PTM 2 15 B.  
 

The PTM 215B m odule within EWSSB and EWSDB 
contains an elect ro-dynam ic energy t ransducer 

which is actuated by the rocker m ovement.  
 

Whenever a rocker is pushed down or released, 

elect r ical energy is created and a set  of BLE 
advert ising fram es is t ransm it ted ident ifying the 

rocker status (pushed or released) .  
 

„Long“  or „Short “  rocker press ( the t im e between 
pushing and releasing the rocker)  can be 

calculated by the receiver. This enables 
switching, dim m ing cont rol or jalousie cont rol 

including slat  act ion. 
 

 

 
 

The enclosed switch fram e can be replaced by 

fram es of the following design program s:  

 
 

Man u f act u r er  Pr od u ct  Pr og r am  

BERKER S.1, B.1, B.3, B.7 Glas 

 

GI RA Standard 55, E2, E3, Event , 

Esprit ,  ClassiX 

Jäger Direkt Opus 55 I nform , Opus 55 
Kubus, Opus 55 Fusion 

JUNG AS 500, A 500, A plus,  
A creat ion, A creat ion Glas 

MERTEN 1-M, M-Sm art , M-Arc, M-Plan, 

M-Creat iv, M-Pure 

  

Or d er ing  I n f or m at ion  
 

TYPE 

Sing le W al l  Sw i t ch  EW SSB 

Doub le W al l  Sw i t ch  EW SDB 

ORDERING CODE 

E8 2 21 -A2 70  

E8 2 21 -A2 80  

 

 

Feat u r e Ov er v iew  

 

Rad io  Tr ansm i t t er  PTM 215B pushbut ton m odule with integrated antenna 

En er gy  Sou r ce Elect ro-dynam ic energy generator, maintenance free 

Fr eq u en cy  /  Pr o t oco l  2.4 GHz /  Bluetooth Low Energy (BLE) 

Rang e Within one room  (up to 10 m  line of sight ) 

Ch ann els 2 or 4 (single or double rocker with medial posit ion, pressed/ released) 

Dim ensions of  Rock er   50 x 50 m m 

Dim ensions of  Fr am e I nser t  55 x 55 m m 

Dim ensions of   Cen t r al  Plat e 71 x 71 m m 

Dim ensions of  Fr am e  81 x 81 m m 

Tot al  I nst al lat ion  Heigh t  14 m m  ( fram e lies direct ly against  the wall)  

Mou n t in g  Gluing (double-sided m ount ing film  enclosed) , 

Screwing onto flat  surface 

Op er at ing  cond i t ions Temperature:   -25 … + 65° C 

Hum idity:   0 … 95%  r.h.,  non-condensing (dry environment  only)  

Li f et im e  >  50.000 actuat ions (switching cycles)  according to EN 60669 /   
VDE 0632 

Ap pr ov als RED, FCC, I SED, ACMA   

Pack ag ing  Each unit  packed in a bag, 10 units packed in a card box 


