
scota

square · robust · talented 
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Set ready for connection

 Dimensions

Type Confi guration* lm/W P [W] Colour Ballast LxWxH Art. no. G
Opal diffuser direct wide beam
scota-SDES-O/120 LED 1100 830 93 12 ws ED 120 x 120 x 53 3767 6224 140 0.52

LED 1200 840 96 12 ws ED 120 x 120 x 53 3767 6214 140 0.52
scota-SDES-O/220 LED 2500 830 97 25 ws ED 220 x 220 x 76 3767 6124 140 1.15

DALI o 220 x 220 x 76 3767 6126 640 1.15
LED 2500 840 99 26 ws ED 220 x 220 x 76 3767 6114 140 1.15

DALI o 220 x 220 x 76 3767 6116 640 1.15

Products

Type Versions LxWxH T DALxDAB H Et DS min/max

SDES-O/120 LED 120 x 120 x 53 53 107 x 107 83 10 - 20
SDES-O/220 LED 220 x 220 x 76 76 207 x 207 106 10 - 20

•  Square - two new formats for ceiling installation
• Easy to install - cable lengths and clips
•  Robust housing and polycarbonate cover
• Complete systems - wired ready for operation
• Advanced driver  - also for IoT

scota 

Long power supply cables for fast installation

Quality faktor product design
Homogeneous illumination
Stylish frame design accent 
Recessed cover
Light colours: 3000K, 4000K; CRI 80
5 years warranty 

Lighting solution
Corridors, meeting areas, foyers, 
entrance areas, utility rooms, 
stairwells, nurseries, schools

For information about the manufacturer‘s guarantee for LED luminaires, see http://www.regiolux.de/fi  leadmin/REGIOLUX/Service/Garantie/Warranty_LED_en.pdf
* L70B10 50.000h


